ABSTRACT Small high-speed technology based radial outflow steam turbines are characterised by ultra-low aspect ratios, which can lead to rapidly growing secondary losses. The preliminary evaluation of turbine performance is usually based on axial turbine loss predictions, which can be a source of error. The main objectives of this work are to find out how the losses are generated in radial outflow turbines when the aspect ratio is markedly below unity and how accurately axial turbine loss models can predict the trends. To achieve these objectives, a radial outflow turbine cascade having a blade shape and aspect ratios comparable with a prototype machine is examined. As a result of the study, it is suggested that for the examined radial outflow cascade the axial turbine loss correlations can predict the trends reasonably well. The rapidly increasing secondary losses are connected to the merging of secondary structures and also incidence at off-design.
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INTRODUCTION
In the utilisation of waste heat, different methods have been used depending on the size of the turbine and the temperature of the heat source. Typically, below 2 MWe an Organic Rankine Cycle (ORC) is used to recover the available energy. There are, however, several places where the use of a conventional Rankine cycle would be feasible instead of adding a closed loop ORC power plant with an additional heat exchanger. Such applications include e.g. biomass power plants during low loads, saw mills, and large ships. All of the mentioned applications can offer waste steam which can be utilised by adding a hermetic turbogenerator (Leino et al. 2016 ) to produce electricity directly from the waste heat steam stream. The design presented by Leino et al. (2016) is composed of a hermetic, water-cooled electric machine using magnetic bearings and a radial outflow turbine (ROT). The designed four-stage turbine is characterised by ultra low aspect ratios (AR) and also by large relative tip clearances.
A very limited number of public-access studies are available about radial outflow turbine design and fluid dynamics. Recently, this turbine type has been studied for ORC applications e.g. , Casati et al. 2014 , and in the 1970s, for solar Rankine applications (Martin & Kolenc 1979) . Pini et al. (2013) coupled 1D mean-line code with a genetic algorithm and throughflow solver to design a 1000 kW ROT-ORC. Later, Casati et al. (2014) performed a study for a mini ORC system that employed radial outflow turbines. Their design procedure also coupled a meanline design tool and genetic algorithm. Persico et al. (2013) examined different blade shapes in both axial and radial outlow configurations. The axial turbine blades were transferred to a conical plane by conformal mapping. The study indicated that front-loaded converging blade channels in axial configuration generate converging-diverging channels in ROT cascades, and improved performance can be achieved by more regular curvature and loading distribution. The study also concluded that classical axial turbine profile loss correlations over-predict slightly centrifugal cascade losses. This behaviour was connected to the lower growth of rear suction side boundary layer and thus, weaker wakes in radial outflow cascades compared to axial designs. Persico et al. (2015) studied both stator and rotor cascades by including also the rotational effects into their model. The effects of the centrifugal force and diverging shape of the blade channel were found to cause significant changes to the pressure distribution of the rotor blade. The study also provided a detailed analysis of the secondary flow field after the stator which was characterised by strong secondary vortex behaviour.
The effect of the ultra-low aspect ratio (h/c < 1) is also studied very limitedly in the literature. Kuno and Sonoda (2004) suggest that the primary cause of the poor performance with the ultra-low AR is the increase of secondary losses. They maintain that the predictions of axial turbine loss correlations, such as those by Kacker and Okapuu (1981) , cannot be verified at an AR below unity. This leaves room for speculation whether the secondary losses increase as rapidly as the prediction suggests. If the secondary losses do not develop as predicted, the use of an ultra-low AR may be more feasible than expected.
At some ultra-low AR value, the passage vortices can meet at the midspan. A similar assumption was also made by Benner et al. (2006a) , as they developed their penetration depth correlation, which can be used to evaluate the AR which allows the passage vortex separation lines to meet at the midspan. Sonoda et al. (2008) have presented both an experimental and a numerical analysis on the flow mechanisms of an annular ultra-low AR inlet guide vane. Their flow visualisations gave indications that the typical separation lines do not exist at AR=0.21.
From the existing information, the current study continues the already ongoing evaluation of the suitability of axial turbine loss correlations on the radial outflow turbine performance prediction by evaluating the accuracy of relatively recent methods. Special attention is also paid to the loss source analysis of ultra-low AR blades. First, the modelling methods are described, and second, they are followed by a presentation of the examined blade geometry. Third, the results of the grid dependency study are presented. Finally, the effects of the AR and incidence are studied and compared with axial turbine loss correlations.
METHODS
Numerical methods
The Navier-Stokes solver Finflo is used in this study. The solver has been succesfully used to model both linear (Grönman et al. 2013 ) and centrifugal turbine cascades (Harinck et al. 2010) . It employs the finite-volume method for spatial discretisation and uses a constant specific heat capacity at constant pressure. More detailed information about Finflo and different numerical methods can be found e.g. in a paper by Siikonen (1995) .
In this study, a k-ω-SST turbulence model (Menter 1993) without wall functions has been used, and the fluid is modelled as an ideal gas with R=462.5 J/kgK and γ=1.32. This assumption is reasonable since the compressibility factor of dry steam at relatively low operational pressure and temperature levels is close to unity during the whole expansion.
Uniform momentum and total enthalpy distributions are defined as the inlet boundary conditions, and a constant static pressure distribution is used as the boundary condition at the outlet. Where applicable, cyclic boundaries are employed. The boundary conditions are presented in Fig. 1 (a) . Additionally, the hub and shroud walls are modelled as solid walls in threedimensional models, and in two-dimensional models, symmetry boundary condition is used. In post-processing the values at the inlet are calculated slightly downstream from the inlet boundary (plane 1), and at the outlet, slightly upstream from the outlet boundary at 48% of the radial chord (plane 2) downstream from the trailing edge to ensure fully mixed out conditions. The values at the circumferential measurement planes 1 and 2 are mass flow averaged. During the simulations, the convergence is monitored by following the mass flow difference between the inlet and outlet, and the mass flow is considered to be converged when the difference is stabilised. In addition, the L2 norms of density, momentum in all three directions, and energy residuals are important convergence parameters.
Loss evaluation methods
The losses in CFD simulations are divided into primary and secondary losses where the total mixed out losses are defined as the sum of primary and secondary losses
where the total mixed out losses are defined as
In Equation 1, the primary losses are calculated with the penetration depth correlation of Benner et al. (2006a) to include the effect of passage vortex separation lines on the primary loss as follows:
Where Z te is the separation line height and is defined as the height of the secondary region at the blade trailing edge and Y mid is the total mixed out loss from two dimensional CFD. Benner et al. (2006a) states that the maximum realizable value of Z te /h=0.5 occurs when the passage vortex separation lines from each end-wall meet at midspan. As is later shown in Fig. 3 (b) the maximum realizable value is reached at the lowest aspect ratio or even earlier as predicted by CFD. To keep the cases in Fig. 3 (a) comparable to each other the penetration depth correlation is applied even if the maximum value is exceeded. However, at the off-design incidence it is assumed that the maximum realizable value has been exceeded and Y prim = Y mid . The penetration depth Z te /h is defined as
Where the tangential loading parameter F t is defined as
and the mean mean vector angle α m may be solved from
In the one-dimensional loss calculations, the Y mid is evaluated based on the prediction method by Kacker and Okapuu (1981) , and the secondary loss correlation of Benner et al. (2006b) is used to predict the secondary losses in blade cascade as follows
For the calculation of one-dimensional off-design primary losses, the correlation of Benner et al. (1997) is employed relative to the primary losses from CFD simulations at zero incidence.
BLADE GEOMETRY AND STUDIED CASES
The examined geometry is a non-scaled model of the first-stage rotor ( Fig. 1 (b) ) used in a four-stage turbine protype. Table 1 shows the main design parameters of the blade cascade. The basic design is characterised by an ultra-low aspect ratio and relatively low Mach number. Overall, five aspect ratios were studied, in the range 0.26 ≤ h/c ≤ 1.58. When the aspect ratio was varied, the number of spanwise cells was kept comparable between different cases. This means that e.g. when the aspect ratio and also the blade height was doubled the number of spanwise cells was doubled as well and the same node distribution function was used for both cases. The Reynolds number and Mach number were also kept constant between the modelled cases to keep the simulations comparable. Although it is known from the work of Persico et al. (2015) that the rotation of the rotor can greatly influence the flow in a ROT, this work is closely connected to stationary cascade experiments and the capability of axial turbine loss models to predict the performance in an early design phase, and the influence of rotation is therefore not included in this work. 
GRID DEPENDENCY
A total of six grids (three grids for both 2D and 3D) were built to examine how the grid affects the results. The case with the lowest aspect ratio h/c = 0.26 was used in the study. The grid convergence index method by Celik et al. (2008) was used to evaluate the discretisation error. As shown in Table 2 , the average non-dimensional wall distance y + was kept below unity at every 2D grid and slightly higher, but still acceptable, values are noticed when changing to 3D geometries. Since the height of the first cell is constant between all two and three dimensional cases, the slightly higher y + values are due to three dimensional effects. The grid refinement factor r is suggested to be greater than 1.3 by Celik et al. (2008) . All 2D grids satisfy this value, and the 3D grids are just below the limit. This is still acceptable, since the general idea was to first find a reasonably grid-independent 2D grid, which was then modified to 3D by only changing the number of spanwise cells by doubling the cell number.
Figure 2 (a) shows the effect of the grid on the total mixed out loss coefficient in 2D. It is noticeable that by almost doubling the number of cells from the medium grid, the loss coefficient does not change significantly. Also, the isentropic Mach number distribution in Fig. 2 remains very similar between the two grids. This leads to the conclusion that the medium grid gives reasonably grid-independent results and it is chosen to be the basis for the 3D grid generation. Figure 2 (b) shows that the number of spanwise cells has a small influence on the total pressure loss coefficient. Although not shown here, the isentropic Mach number distribution at the midspan is slightly less affected by the grid modification than with the 2D grids. As a result, the most dense grid was chosen to be the basis for simulations with different aspect ratios, even though, the medium 3D grid could also provide acceptable results. 
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RESULTS
Loss Generation With Different Aspect Ratios
The influence of the aspect ratio on the predicted primary and secondary losses is presented in Fig. 3 (a) . Overall, the trends of primary losses have similar shapes and show a slightly decreasing trend with a decreasing aspect ratio. In the area of ultra-low aspect ratios h/c < 1, the primary losses are predicted to have a gradually decreasing trend by both models, whereas the secondary losses exhibit the opposite trend. Overall, both models support the previous understanding that the secondary losses are responsible for the rapid loss increase in ultra-low aspect ratio turbines. The secondary loss trend predicted by the CFD simulations at ultra low aspect ratios is slightly steeper than the 1D model predicts, however, more geometries should be studied to be able to generalise.
The main reason for the observed differences between primary loss predictions is that the 1D model does not include trailing edge losses as part of the primary losses, as the CFD model does. This loss is estimated according to the model by Kacker and Okapuu (1981) and leads to slight over prediction compared to the CFD model. The finding is also in line with that of Persico et al. (2013) , who found that the classical axial turbine profile loss models slightly overpredict losses in comparison with the numerical results in transonic turbine cascade. To make a general conclusion from the loss overprediction, more data should be available with different loss models and Mach numbers. Blade span [−] h/c=0.26 h/c=0.53 h/c=0.79 h/c=1.05 h/c=1.58 Persico et al. (2015) (d) Figure 3: The effect of the aspect ratio on primary and secondary losses (a), the predicted penetration depth as a function of the aspect ratio (b), the effect of the aspect ratio on the spanwise total loss profile (c) and absolute flow angle (d).
In the prediction of the passage vortex separation line, Eq. 4 predicts that the passage vortices should meet with the smallest studied aspect ratio at the trailing edge as shown in Fig.  3 (b) . This means that the use of penetration depth correlation in Eq. 3 is justified also at the smallest aspect ratio in Fig. 3 (a) , which makes the comparison between the cases also straight forward. In comparison, the numerical simulations predict that the secondary vortices merge before the trailing edge with AR=0.26, but also with AR=0.53 the vortices have merged. This merging behaviour is noticeable both in spanwise total pressure loss profiles in Fig. 3 (c) and in contour plots of Figs. 4 (a) and (b) . In spanwise loss profiles the vortex merging also explains why the midspan losses in Fig. 3 (c) are clearly higher for the lowest two aspect ratios and also why the absolute flow angles for the same cases separate from others in Fig. 3 (d) . When the AR is 0.79, two loss cores surrounded by separate vorticity peaks are visible in Figs. 4 (c) and (d), suggesting that two separate and relatively weak loss cores still exist.
The influence of secondary flows on turning the flow angle is visible in Fig. 3 (d) , which compares the current results with the ROT stator from Persico et al. (2015) . The areas of over-turning due to end-wall cross-flow and the underturning due to secondary vortices are present with the h/c = 1.58 and also still with h/c = 0.79. However, when the secondary structures begin to merge, the typical spanwise flow angle distribution no longer shows the underturning, although the effect of cross-flow is still visible. The mixing of hub and shroud side secondary structures is also predicted to lead to a more uniform flow angle distribution, which can be beneficial for the downstream blade row even though the losses after the stator are higher. Influence of Incidence The effect of incidence on the development of primary and secondary losses is presented in Fig. 5 (a) . The basic design with AR=0.26 is used in these simulations, and in the calculation of primary losses it is assumed that Y prim =Y mid with all incidences. This assumption also explains why the losses in Fig. 3 (a) differ from Fig. 5 (a) . A small CFD underprediction of primary loss change is found with negative incidence and overprediction at positive incidence, predicting a greater increase in losses at positive incidence. In comparison, a slight underprediction was found by Persico et al. (2013) when comparing their 2D CFD with the prediction of the method by Craig and Cox (1971) for incidence changes of ±20 degrees. The secondary losses are predicted to increase with incidence and are connected to stronger vorticity, as shown in Figs. 6 (c) and (d).
The influence of incidence is clearly visible in the front part of the blade in Fig. 5 (b) , as presented also by Persico et al. (2013) . A negative incidence leads to lower loading on the first 30 per cent of the blade surface mainly due to changes on the suction side, whereas a positive incidence increases loading. When the effect of 3D phenomena is evaluated at the midspan in Fig. 5 (c) , it can be seen that these effects do not have a great influence on the front part of the blade due to separate hub and shroud secondary structures, but especially the last 40 per cent of the blade surface on the suction side is clearly affected, although the influence of incidence is practically negligible. These changes in loading are further connected to the merging of secondary structures at the midspan. The influence of positive incidence on spanwise total pressure loss is reasonably high above 10% of the span in Fig. 6 (a) . There is a noticeable change in the position and strength of the vorticity (and total pressure loss) in the mentioned area, as shown in Figs. 6 (c) and (d), and it was linked to increasing secondary losses. However, only a minor effect is seen in Fig. 6 (b) on the absolute flow angle distribution, which can be considered positive for the following stator/rotor blade in a real turbine and supports the expected good off-design behaviour of the ROT.
CONCLUSIONS
This study suggests that for the examined radial outflow blade cascade, the secondary losses exhibit a similar rapidly increasing trend as the one-dimensional axial turbine secondary loss prediction method predicts at an ultra-low aspect ratio region with a steeper increase. The passage vortex merging at the trailing edge is predicted numerically to occur at slightly higher aspect ratios than the one-dimensional method predicts. The noticed secondary structure merging process leads to an excessive increase in secondary losses and is also responsible for the increase in total mixed out losses. When including the trailing edge losses in both models, the CFD simulations underpredict the losses compared to the axial turbine loss correlation, which qualitatively supports the previous results.
In off-design conditions, the position of secondary structures was affected together with the associated loss cores. The change in the vorticity magnitude was also realised as increased secondary losses. However, the absolute flow angle after the blade was only slightly affected by the change of incidence. This finding supports the expected good off-design behaviour of the radial outflow turbine. Overall, the primary losses were slightly under or over predicted by the numerical ROT model compared to the axial turbine off-design loss correlation.
In the future, more research should be conducted to understand the secondary structures' merging process better. In addition, the current results should be experimentally verified in the future. Also the possibility to expand the stationary results into rotational frame from should be examined more.
